
Bridge Design Engr.

Supervisor

Designed By

Checked By

Detailed By

Bridge Projects Engr.

Prelim. Plan By

Architect/Specialist REVISION BY APP'DDATE

FED.  AID PROJ.  NO.STATE

10 WASH.

JOB NUMBER

Wed Nov 30 15:51:38 2016

 M:\BRIDGELIB\BDM\Chapter 2\window files\S2B8.wnd

68'-0" ULTIMATE ROADWAY

8'-6"6'-6"

15'-0"
MEASURED ALONG ¢ PIER

¢ EXISTING COLUMN

15'-0"
MEASURED ALONG ¢ PIER

¢ EXISTING SHAFT

8'-6" 6'-6"

2
'-
10

"
(T

Y
P
)

1.
5
"

40'-0" EXIST. ROADWAYAPPROX. 12'-0"
WIDENING

APPROX. 16'-0"
WIDENING

2.25"
¨

1.5" 

TEMPORARY ROADWAY (DURING CONSTRUCTION)
26'-0" MIN.

2'-0"
SHY

2'-0"
SHY

13'-0" LANE
11'-0" MIN.

5'-0"
MIN.

5'-0"
MIN.

13'-0" LANE
11'-0" MIN.

CLOSURE
CLOSURE

24'-0"

11½"
(TYP.)

12'-0"
LANE

12'-0"
LANE

12'-0"
LANE

10'-0"
SHLD

10'-0"
SHLD

12'-0"
HOV LANE

1.25"
##

1.5" 

1.5"
##

2

PRELIMINARY PLAN

TYPICAL SECTION ~ EB BRIDGE
SHOWN NEAR INTERMEDIATE PIER 3

SUBSTRUCTURE DIMENSIONS ARE APPROXIMATE
HORIZONTAL DIMENSIONS MEASURED PERPENDICULAR TO A22 LINE (UNLESS OTHERWISE NOTED) 
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NEW CURB LINE

EXIST. SERIES 120 GIRDER (TYP.)

LIMIT OF PIGMENTED SEALER

CROWN POINT
PROFILE GRADE
& PIVOT POINT

NEW CURB LINE

EASTBOUND BRIDGE NO. 16/20W

2'-0" MIN. (TYP.)

FRACTURED FIN FINISH

2 ~ 2"ø CONDUIT PIPES (TYP.)

TEMP. CONC. BARRIER (TYP.)

1'-4½"

W74G P.C. GIRDER (TYP.)

4'-0"ø COLUMN (TYP.)

M.C. OVERLAY

WB BRIDGE

SINGLE SLOPE TRAFFIC BARRIER (TYP.)

SAFETY NET

LIMIT OF PIGMENTED SEALER
**

**

M.C. OVERLAY MAY REQUIRE
SLIGHT VARIATION FROM
FINISH PROFILE GRADE

¨

MIN. M.C. OVERLAY AT
EDGE OF EXIST. DECK
SCARIFYING EXISTING
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