
S
R

JO
B
 N

O
.

S
H
E
E
T

2'-0" MINIMUM REBAR LAP SPLICE LENGTH FOR ALL LONGITUDINAL BARS.
NOTE:

LOCATION OF REBAR SPLICES AT CONTRACTORS OPTION, EXCEPT
ALL SPLICES SHALL BE ALTERNATED, SO NO MORE THAN 50% OF
REBAR IS SPLICED AT THE SAME LOCATION, NORMAL TO ¢ OF BRIDGE.
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ROADWAY SLAB REINFORCING
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EXAMPLE - SLAB PLAN
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2'-4½"

 221 #5 BOT. - 351 @ 6" = 175'-6"

1'-1½"  222 #4 BOT. - 119 @ 1'-6" = 175'-6"

¢ BRG. @ PIER 2
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2'-4½"

¢ BRG. @ PIER 1

1'-4½"  225 £ #6 TOP - 350 SPA @ 6" = 175'-0"

4½"
 S2 #4 - 118 SPA @ 1'-6" = 177'-0" (TYPICAL BOTH SIDES)
 S1 £ #5 - 236 SPA @ 9" = 177'-0" (TYPICAL BOTH SIDES)

EDGE OF SLAB
(TYP.)

 224 £ #5 TOP (TYP.) ¸


