NOTES

1. See Standard Specifications Section 7-08.3(3) for Pipe Zone Backfill.

2. See Standard Specifications Section 9-03.12(3) for Gravel Backfill for Pipe Zone Bedding.


4. For sanitary sewer installation, concrete pipe shall be imbedded to spring line.

PIPE ZONE BEDDING AND BACKFILL
STANDARD PLAN B-55.20-03

CLEARANCE BETWEEN PIPES FOR MULTIPLE INSTALLATIONS

<table>
<thead>
<tr>
<th>PIPE SIZE</th>
<th>MINIMUM DISTANCE BETWEEN BARRIERS</th>
</tr>
</thead>
<tbody>
<tr>
<td>CIRCULAR PIPE (DIAMETER)</td>
<td>UP TO 48&quot;</td>
</tr>
<tr>
<td>METAL PIPE ARCH (SPAN)</td>
<td>48&quot; AND LARGER</td>
</tr>
</tbody>
</table>

TYPICAL CONDITION FOR DRAINAGE STRUCTURE
THIS DETAIL APPLIES TO STANDARD PLANS B-5.20, B-5.40, B-5.60, B-10.20, B-10.40, B-18.40, B-18.60, B-25.20, B-25.60, B-35.20 AND B-35.40.